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must document the rationale for desig-
nating a staging pile or staging pile op-
erating term extension and make this
documentation available to the public.

[63 FR 65939, Nov. 30, 1998]

Subparts T–V [Reserved]

Subpart W—Drip Pads

SOURCE: 56 FR 30196, July 1, 1991, unless
otherwise noted.

§ 264.570 Applicability.

(a) The requirements of this subpart
apply to owners and operators of facili-
ties that use new or existing drip pads
to convey treated wood drippage, pre-
cipitation, and/or surface water run-off
to an associated collection system. Ex-
isting drip pads are those constructed
before December 6, 1990 and those for
which the owner or operator has a de-
sign and has entered into binding fi-
nancial or other agreements for con-
struction prior to December 6, 1990. All
other drip pads are new drip pads. The
requirement at § 264.573(b)(3) to install
a leak collection system applies only
to those drip pads that are constructed
after December 24, 1992 except for those
constructed after December 24, 1992 for
which the owner or operator has a de-
sign and has entered into binding fi-
nancial or other agreements for con-
struction prior to December 24, 1992.

(b) The owner or operator of any drip
pad that is inside or under a structure
that provides protection from precipi-
tation so that neither run-off nor run-
on is generated is not subject to regu-
lation under § 264.573(e) or § 264.573(f), as
appropriate.

(c) The requirements of this subpart
are not applicable to the management
of infrequent and incidental drippage
in storage yards provided that:

(1) The owner or operator maintains
and complies with a written contin-
gency plan that describes how the
owner or operator will respond imme-
diately to the discharge of such infre-
quent and incidental drippage. At a
minimum, the contingency plan must
describe how the owner or operator will
do the following:

(i) Clean up the drippage;

(ii) Document the cleanup of the
drippage;

(iii) Retain documents regarding
cleanup for three years; and

(iv) Manage the contaminated media
in a manner consistent with Federal
regulations.

[56 FR 30196, July 1, 1991, as amended at 57
FR 61502, Dec. 24, 1992]

§ 264.571 Assessment of existing drip
pad integrity.

(a) For each existing drip pad as de-
fined in § 264.570 of this subpart, the
owner or operator must evaluate the
drip pad and determine that it meets
all of the requirements of this subpart,
except the requirements for liners and
leak detection systems of § 264.573(b).
No later than the effective date of this
rule, the owner or operator must ob-
tain and keep on file at the facility a
written assessment of the drip pad, re-
viewed and certified by an independent,
qualified registered professional engi-
neer that attests to the results of the
evaluation. The assessment must be re-
viewed, updated and re-certified annu-
ally until all upgrades, repairs, or
modifications necessary to achieve
compliance with all of the standards of
§ 264.573 of this subpart are complete.
The evaluation must document the ex-
tent to which the drip pad meets each
of the design and operating standards
of § 264.573 of this subpart, except the
standards for liners and leak detection
systems, specified in § 264.573(b) of this
subpart.

(b) The owner or operator must de-
velop a written plan for upgrading, re-
pairing, and modifying the drip pad to
meet the requirements of § 264.573(b) of
this subpart, and submit the plan to
the Regional Administrator no later
than 2 years before the date that all re-
pairs, upgrades, and modifications are
complete. This written plan must de-
scribe all changes to be made to the
drip pad in sufficient detail to docu-
ment compliance with all the require-
ments of § 264.573 of this subpart. The
plan must be reviewed and certified by
an independent qualified registered
professional engineer.

(c) Upon completion of all upgrades,
repairs, and modifications, the owner
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